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Type

Material

Yamn type

Yarn quality
Primary backing

Secondary backing

Waterparmeability
Pile height

Face weight

Total weight

Tuflt gauge
Stitches per 10 cm linear
Stitches per m2
Colour

UV stability
Colour fastness
Colour lining

Roll width

Roll length
Applications

Comments
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Tufled synthetic grass carpet

PE Monofilament straght & PP Monofilament curled (UV Stabilized)

7.200 /8 dTex PE monofilament straight & 4 640 / B8 dTex PP monofilament curled
Ernvironmental frendly, free of lead and cadmeum

100% PP with fiber locked Nleecs, black, UV Stabilized, Weight 135 grim2

Black Latex compound with a base of styrenebutadiene

(SBR), with drainage holes,
Weight 988 gr/im2

&0 Iitarmin/im2

40 mny
1.780 grim2 < 10%
2,903 grim2 + 10%

38 gauge

Mix of light and dark green + brown
Meets DIN 53387 Standard (6000 hours)
Xenon Test: Blue Scale » 7, Grey-scale > 4

Not Applicable

200 cm, 400 cm
20-256m
Gardens, Landscaping, Balconies, Decks and Corporate Use

Before nstallation make sure the rolls are from the same production code (first five

digits of the roll number) Project
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